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RECOMMENDED STORAGE CONDITIONS
Temperature: 72°F ± 5°F (22°C ± 3°C); Relative Humidity: 35 - 65%;   unused portion to original packaging when 
not in use; Shelf Life: 1 Year under recommended storage conditions

Solvent / Wallcovering

3931
7 Mil Self Adhesive 100% Polyester Fabric Opaque

A water-resistant 100% polyester fabric 
with a repositionable self-adhesive 
backing for easy appplication to a wide 
variety of surfaces and easy removal 
without leaving residue. This opaque 
version is optimized for superior light 
blocking capabilities. Does not rip, 
wrinkle or stretch. Can be used for wall 
decorations, wall cutouts, wall murals, 
decals, graphic signs trade show 
graphics and point-of-sale displays.

•	 �Repositional, easy to install, easy to 
remove

•	 Does not stretch, curl, wrinkle or rip
•	 Water-resistant
•	 Can be kiss cut and countour cut
•	 Wall decor, wall cut-outs, wall murals

Basis Weight (grams/m2): 180

Caliper (mil): 7

Opacity (%): 99

Gloss (@ 60°): 2

Adhesive: Removable

Physical Specifications

How to Buy
Email Orders@Permalite.com - For additional product information visit our 
website www.Permalite.com or contact your Permalite sales representative.

Compatible Ink Type

Compatible With Most Latex, Solvent & Eco 
Solvent Printers

* Values are Target Values

Art-Tex Opaque


